'WALK HOUKB PRO

DUAL POLE - CELL PHONE DETECTION SECURITY PORTAL

excels where common metal detectors fail by
reducing false triggers using highly sensitive sensors. This
gives it the ability to detect phones in pockets, purses and
even body carvities for the most comprehensive TSCM.

contains 8 ultra sensitive and independent
cell phone detection zones lighting up according to location
on body / distance from detected phone as well as audible
siren with adjustable volume.

is perfect for any security team or venue with a
NO CELL PHONE POLICY in place. Setup & operation is
quick and simple in a variety of spaces including government
& military SCIF’s educational, corporate & correctional
facilities. also avoides invasive and time
consuming searches in public spaces such as court rooms,
concert halls, theaters etc.

is both AC and DC powered (internal
rechargable battery power) for independent
operation anywhere. The unitis rugged and
lightweight with easy assembly, operation and
transportability.
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SENSORS

DETECTION METHOD
DETECTION PATHWAY
(TWO POLE SETUP)
SYNCHRONISATION
FLOW RATE
HOROZONTALE RANGE
VERTICAL RANGE
DETECTION USE CASES
ALERTS

SECURITY
SENSIVITY
SETUP

POWER
WEIGHT

DIMENSIONS
OPTIONS

8 independent sensors (4 per pole) - 1 for each zone (head/shoulders, chest/waist, thighs/knees, ankles/feet)
Passive detection completely safe (no radiation ermitted) fpr pregnat women, pacemakers & medical implants
Diamond-shaped motion sensor formed between bases
(virtual mat isolates detection to only between the two sensor pole
IR connection & motion sensors tether poles for enhanced false trigger rejection
25 People / minute (detection each time)
80 cm to 1,60 meter between 2 gated sensor poles, 45 cm to 80 cm using single sensor pole
1,90 meter (from head to toe)
inside visitor’s bag, purses,clothing, shoes, hats, wallet, pockets, inside suitcases, etc.
Omni-directional, daylight-bright, top dome color blinking LEDs, Interated siren with adjustable volume
Dry trigger contacts for alarms, DVRs, video surveillance, intrusion detection systems, etc.
ON/OFF security key lock for all funktions
4 levels (user selectable)
Plug and play out of the box with less than 30 seconds from powering up to full operation. No software or
assembly required
230VAC daily operation & internal rechargable (full charge in 3 Hours) 12VDC battery (sealed gel cell)
last over 24 hours.
7,7 Kilo, fully assembled (single pole)
173 x 30 Lx 20 cm (fully assembled (single pole and base unit)
Wall mounting kit, hard transport case, on-site training
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